
2A amplifie s are robust, neutral and clear sounding and designed for continual 24/7 operation. Amplif er

class - AB. Operating mode: stereo and mono bridge. Balanced XLR and Phoenix connectors. LINK output. 

Ground lift switch. Input sensitivity selector. Protection level: short circuit, thermal overheat and DC voltage.

УСИЛИТЕЛИ МОЩНОСТИ

Усилители Мощности серии A
Профессиональные двухканальные усилители мощности.

2A 600

Output power 
Stereo mode 600W +  600W (8 Ω), 1050W + 1050W (4 Ω) 

Bridge mode 1750 W (8 Ω), 2300 W (4 Ω)
Power supply ~230 V/ 50 Hz
Output connectors 4 pin Speakon and binding posts
Input Connector - Balanced XLR and Phoenix , input sensitivity - 0,77 V/1,0 V/1,44 V impedance - 10 kΩ
Frequency response 15 Hz - 25 kHz
THD < 0,035 % (1 kHz @ full power)
Signal / noise ratio >  105 dB 
Slew rate 40V/µS
Damping factor > 400 at 8 Ω
Controls Power switch, volume, ground lift, sensitivity, mode selector, compressor
Indicators Power, signal,clip, protect, brigde, parallel
Dimensions 482  mm x  89  mm x  453 mm
Weight 25 kg
Mounting 19” rack

2A amplifie s are robust, neutral and clear sounding and designed for continual 24/7 operation. Amplif er

class - AB. Operating mode: stereo and mono bridge. Balanced XLR and Phoenix connectors. LINK output. 

Ground lift switch. Input sensitivity selector. Protection level: short circuit, thermal overheat and DC voltage.

POWER AMPLIFIERS

A Power Amplifiers
Professional two channel power amplifiers

2A 600

600 Вт +  600 Вт (8 Ом), 1050 Вт  + 1050 Вт (4 Ом) 
1750 Вт (8 Ом), 2300 Вт (4 Ом)
~230 В/ 50 Гц

15 Гц - 25 кГц

> 105 дБ  
40 В/мкС

482  мм x  89  мм x  453 мм
25 кг
19” стойка

2A600 – надежный усилитель способный работать круглосуточно без перерыва. Усилитель 

класса – AB. Устанавливается в 19” стойку высотой 2U минимум. Режим работы: стерео и 

моно. Сбалансированные XLR и Phoenix разъемы. Выход LINK. Имеется защита: от короткого 

замыкания, теплового перегрева и перенапряжения постоянного тока.

Вых. мощность 
Стерео

Режим моста

Питание

Скорость нарастания вых. напр.
Коэффициент демпфирования 
Управление
Индикация
Размеры
Вес
Монтаж

Выход
Вход
Частотные характеристики

Отношение сигнал/шум

Технические характеристики

КНИ

>400 на 8 Ом

< 0,03 % (1 кГц на макс. мощности)

Питание, звук, защита, чувствительность, меню. 
Питание, защита,перегрузка, режим работы.

4 pin Speakon
Симметричный XLR и Phoenix ; чувств. - 0,77/1,0/1,44 В; сопр. - 10 кОм




