
Modern design with ultra slim body. Screw terminal speaker connectors and balanced Phoenix input connectors with a fan 

cooling system and bridge mode selector. Can be used for live music, background music and voice. These professional 

power amplifiers are designed in order to meet the increasing demand of low power amplifiers for the installation market. 

These stereo power amplifiers have complete circuit fault protection and offer a superior performance.

A 200
Output power Rated  200 W + 200 W (4 Ω), 130 W+130 W (8 Ω) 
Power supply ~230 V/115 V 50/60Hz
Outputs Screw terminal block
Inputs Connectors  - Balanced Phoenix, Impedance - 10 kΩ, input sensitivity  - 0,775V
Frequency response 25 Hz - 25 kHz
THD < 0,03 %
Signal / noise ratio >  100 dB 
Damping factor > 400 at 8 Ω
Controls Power switch, volume, mode selector
Indicators Power, signal, clip, protect
Dimensions 482  mm x  45  mm x  320 mm
Weight 9 kg
Mounting 19” rack
Colour Black (RAL 9017)

POWER AMPLIFIERS

A Power Amplifiers
Professional two channel power amplifiers.
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Современный дизайн в сочетании с очень тонким корпусом. Screw клеммы для подключения громкоговорителей и 

симметричный Phoenix вход. Может быть использован для любых целей, живых выступлений, фоновой музыки и 

других звуковых системах. Профессиональные усилители мощности А серии предназначены для того, чтобы 

удовлетворить растущий спрос маломощных усилителей мощности. Эти стерео усилители мощности имеют 

полный набор функций защиты и превосходную производительность. 

Modern design with ultra slim body. Screw terminal speaker connectors and balanced Phoenix input connectors with a fan 

cooling system and bridge mode selector. Can be used for live music, background music and voice. These professional 

power amplifiers are designed in order to meet the increasing demand of low power amplifiers for the installation market. 

These stereo power amplifiers have complete circuit fault protection and offer a superior performance.

A 200
200 Вт + 200 Вт (4 Ом), 130 В+130 В (8 Ом) 
~230/115 В 50/60 Гц

25 Гц - 25 кГц
< 0,03 %
> 100 дБ 
>  400 на 8 Ом 

482  мм x  45  мм x  320 мм
9 кг
19” стойка
Черный (RAL 9017)
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POWER AMPLIFIERS

A Power Amplifiers
Professional two channel power amplifiers.

УСИЛИТЕЛИ МОЩНОСТИ 

Усилители Мощности серии A 
Профессиональные двухканальные усилители мощности.

Выходная мощность 

Питание
Выход
Вход
Частотные характеристики
КНИ на 1 кГц
Отношение сигнал/шум
Коэффициент демпфирования
Контроллеры
Индикация
Размеры
Вес
Установка
Цвет

Технические характеристики

Питание ВКЛ/ВЫКЛ, громкость, меню
Уровень сигнала, перезагрузка, защита, питание

Terminal Box
Симметричный Phoenix, сопротивление - 10 кОм, чувствительность   - 0,775 В




