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MIXING AMPLIFIERS

MMA Mixing Amplifiers
5 zone mixing amplifiers with interchangeable module.

Mixing amplifiers for background music and public address with paging to five different zones. 

Amplifier features a slot for an interchangeable music source module, which can be ordered separately. 6 Mic/

Line inputs, gain control, paging microphone input, chime, phantom power, priority input, graphic equalizer 

and five-zone selector. Ideal choice where multiple audio line inputs and multi-zone paging is required.

MMA 120 MMA  240
Output power 120 W 240 W

AC power consumption 167 W 280 W

Power supply ~220 V/ 50 Hz ~220 V/  50 Hz

Outputs
Low impedance output – 8Ω (Phoenix connectors) 
Hi impedance outputs – 25V, 70V, 100V (Phoenix connectors)

Low impedance output – 8Ω (Phoenix connectors)
Hi impedance outputs – 25V, 70V, 100V (Phoenix connectors)

Inputs

Channel 1-4:  Sensitivity -50dB – -6dB
Impedance 20kΩ 
Connectors – Balanced XLR combi 
Channel 5-6: sensitivity -30dB - +14dB
Impedance 47 kΩ 
Connectors – Unbalanced RCA/Jack

Channel 1-4:  Sensitivity -50dB – -6dB
Impedance 20kΩ
Connectors – Balanced XLR combi 
Channel 5-6: sensitivity -30dB - +14dB
Impedance 47 kΩ
Connectors – Unbalanced RCA/Jack

Frequency response 50 Hz - 15 kHz 50 Hz - 15 kHz

THD Less than 0,5% at 1kHz rated  power Less than 0,5% at 1kHz rated  power

Signal/ noise ratio > 90dB >  90dB

Tone control
±12 dB Graphic Equalizer:
    125 Hz, 250 Hz, 500 Hz, 1 kHz, 2 kHz, 4 kHz, 8 kHz

±12 dB Graphic Equalizer:
    125 Hz, 250 Hz, 500 Hz, 1 kHz, 2 kHz, 4 kHz, 8 kHz

Controls

Inputs 1- 6 volume and gain control, MASTER, 
CHIME volume control, remote MIC gain control, 
Music on hold volume control, 
5 zone selector, 7 band graphic equalizer.

Inputs 1- 6 volume and gain control, MASTER, 
CHIME volume control, remote MIC gain control, 
Music on hold volume control, 
5 zone selector, 7 band graphic equalizer.

Indicators Power,  protect, VU-meter Power,  protect, VU-meter 

Chime 4 tones 4 tones

Dimensions 420 mm x 88 mm  x 320 mm 420 mm x 88 mm x 320 mm

Weight 9,7 kg 10,7 kg

Accessories 19’’ Rack mounting bracket 19’’ Rack mounting bracket

Optional modules FM/AM/CD/USB, FM/AM/USB/SD FM/AM/CD/USB, FM/AM/USB/SD

MMA 240

MMA 120
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МИКШЕРЫ УСИЛИТЕЛИ 

Микшеры Усилители серии ММА
Микшеры усилители на 5 зон со встраиваемыми модулями

 Микшеры усилители на 5 зон, предназначенные для фоновой музыки и публичных сообщений. 

Один слот для модуля источника музыки, 6 микрофонных/линейных входов, регулировка усиления, 

микрофонный вход, фантомное питание, выбор приоритета входа, графический эквалайзер, выбор 

зоны воспроизведения.

MMA 120 MMA  240
Выходная мощность 120  Вт 240  Вт

Потребляемая мощность 167  Вт 280  Вт

Напряжение питания ~220 В/ 50 Гц ~220 В/  50 Гц

Выходы
Низкоомный – 8 Ом (Разъем - Phoenix) 
Высокоомный – 25, 70, 100 В (Разъем - Phoenix)

Низкоомный – 8 Ом (Разъем - Phoenix) 
Высокоомный – 25, 70, 100 В (Разъем - Phoenix)

Входы

Канал 1-4:  Чувствительность -50 дБ – -6 дБ 
Импеданс 20 кОм 
Разъем – симметричный Сombi XLR 
Канал 5-6: Чувствительность -30 дБ - +14 дБ 
Импеданс 47 кОм
Разъем – несимметричный RCA/Jack

Канал 1-4:  Чувствительность -50 дБ – -6 дБ 
Импеданс 20 кОм 
Разъем – симметричный Сombi XLR 
Канал 5-6: Чувствительность -30 дБ - +14 дБ 
Импеданс 47 кОм
Разъем – несимметричный RCA/Jack

Частотный диапазон 50 Гц - 15 кГц 50 Гц - 15 кГц

КНИ менее 0,5% на 1 кГц менее 0,5% на 1 кГц

Отношение сигнал/шум >  90 дБ > 90 дБ 

Тембр ±12 дБ Графический эквалайзер 
125 Гц, 250 Гц, 500 Гц, 1 кГц, 2 кГц, 4 кГЦ, 8 кГц 

±12 дБ Графический эквалайзер 
125 Гц, 250 Гц, 500 Гц, 1 кГц, 2 кГц, 4 кГЦ, 8 кГц

Управление

Входы 1- 6 громкость и усиление, MASTER, 
CHIME громкость, MIC регулировка усиления, 
переключатель 5 зон, 7 ступенчатый 
графический эквалайзер.

Входы 1- 6 громкость и усиление, MASTER, 
CHIME громкость, MIC регулировка усиления, 
переключатель 5 зон, 7 ступенчатый 
графический эквалайзер.

Индикация Питание,  защита,  уровень входного сигнала Питание,  защита,  уровень входного сигнала 

Chime 4 tones 4 tones

Размеры 420 мм x 88 мм x 320 мм 420 мм x 88 мм x 320 мм

Вес 9,7 кг 10,7 кг

Установка 19’’  стойка 19’’  стойка

Дополнительные модули FM/AM/CD/USB, FM/AM/USB/SD FM/AM/CD/USB, FM/AM/USB/SD

MMA 240

MMA 120




